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FEATURES 設備特性
1. Applicator temperature is exactly controlled 

by P.I.D. To avoid carbonizing in the tank.The 
tank is made by hard aluminum alloy.  

高強度一體成形熔膠槽，採用PID數位控溫加熱
均勻，不易碳化。

2. Double protected devices of temperature 
strictly protect the applicator from any ac-
cidental damage. 
內置雙重溫度控制，安全性高。

3. Gear pump is hung independently for stable 
glue extrusion volume, easily maintaining 
and saving Time. 
齒輪泵浦獨立懸吊系統，出膠穩定，保養、維修省時方便。

4. With precise control valve and electronic invertor has been control the glue volume easily and 
accurately. 
精密流量調節開關，搭配電子式變頻器，可使出膠量調整精確。

5. Precise flow adjuster joining with frequency inventor makes the flowing control to become easy 
and secure. 
多層不鏽鋼過濾網，有效過濾雜質，延長機器使用壽命。

The flow rate depends on the viscosity of hot melt adhesive. 
實際出膠量會依熱熔膠的黏稠度改變

SPECIFICATIONS 設備規格
SPEC 規格 UNIT 單位 HS1102

Tank Capacity 膠槽容量 Liter 5

Max. Melting Rate 最大熔膠速率 Kg/HR 7

Max. Operation Temp. 最高操作溫度 ℃ 220

Viscosity 使用黏稠度 CPS 22000

Available Hose/Gun 保溫管/噴槍數目 Set 1 - 2

Glue Flow per Pump 單泵出膠速率 g/MIN 250

Dimensions (L × W × H) 尺寸 (長 × 寬 × 高)  mm 580 × 330 × 485

Weight 重量 Kg Approx. 42

Power Rate 功率 Watt 3500

Power Requirement 電力需求 220V AC, 16A, 60Hz, 1Φ


